
Version 2.0 · 2025-01

 1
A	 Fraunhoferstraße 8 
	 25524 Itzehoe

T	 +49 48 21-77 06-0 
F	 +49 48 21-77 06-99

M	 info@pano.de
W	 www.pano.de

Pano Verschluss GmbH

Stackable disposable cap for food jars, preferably glass.  
The jar is closed by mechanically forming the cap onto the jar finish.  
Recyclable closure made from pure grade aluminium.

PANO® DISPOSABLE CAP AK

Data sheet

Side view

Top view

PRODUCT DESCRIPTION

Closure type and diameter + 8-digit code:

1st digit	 = button function
2nd digit	 = bead type
3rd digit	 = compound type
4th digit	 = interior priming
5th digit	 = interior adhesive lacquer
6th digit	 = exterior basecoat
7th digit	 = number of print colours
8th digit	 = exterior protective lacquer

Your type of can:
Pano article no.:
Customer:

Customer description:

Issue date:
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Production program

Closure type AK 103

Jar finish Mü 007-01-05

Stacking height, 50 pieces [mm] 140

Closure diameter max. [mm] 106.4

Closure height max. [mm] 7.1

COMPOSITION

Plate Aluminium plate acc. DIN 541

Sealing material PVC sealing compound with food contact approval, designed for filling 
and subsequent treatment procedures, see application remarks

Interior system 1 to 3-layer coating, tailored to the specific filling,  
see application notes

Exterior system 2-layer coating system (white, gold or clear)

Printing Acc. customer specifications

PACKAGING

Weight/closure 7.5 g

Box capacity/No. 1.800

Capacity Pano boxes/No. 14.000

Capacity railway boxes/No. 22.000

Closures/europallet (24 boxes) 43.200

All measurements and weights are approx. values and do not constitute specification details.
Additional types of closures can be supplied on request.
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Application remarks

Button function

Identification

O Without button

B Positive button

N Negative button

Bead types

Identification

O Without bead

S With bead

Storage
Store in a dry place, temperature range +5° to +30 °C, for a maximum of 2 years after production date, 
stacking height: max. 2 pallets.
If you have any questions, please contact our technical customer support.

The above information is based on our current knowledge and does not constitute a guarantee of properties. It must not be regarded as an assumption of any 
warranty and no obligations can be derived from it for us. The use of our products for applications other than those recommended by us is at the user‘s own risk, 
unless we have provided prior written confirmation of the suitability of the product for the intended use. All information about our products is provided to the 
best of our knowledge, but due to the many factors influencing the processing and use of our products, we do not accept any liability. For all other information 
regarding our products, please refer to our General Terms and Conditions of Sale and Delivery.

BPA-NI Filling good

01 Dry, solid and waterbased filling goods, no SO2, no salt

AB Acetic filling goods (acetic content up to 1 %), no SO2, salt < 1%

It is recommended to test suitability of the respective filling at the initial filling stage.

Compound types

Identification Application Remark

F Cold and hot filling,  
pasteurisation: max. 95 °C, 30 min* functional plasticiser: ESBO

U Sterilisation functional plasticiser: ESBO

For the selection of filling material, the legal provisions according to 85/572/EEC and 2007/19/EC must be observed; if necessary, request a separate 
declaration of conformity. For initial filling, it is recommended to check the suitability for the respective post-treatment process.
* The decisive factor is the result of the closure security, which must be checked during the process.

Interior system / corrosion protection
The interior coating system is tailored to the corrosion protection for the specific filling.


